
Caratteristiche

! Test di funzionamento al collegamento della batteria.
! Tamper di protezione antiapertura e antistrappo.
! Fusibili di protezione alimentazione e lampadina.
! Pannello interno di protezione in lamiera d'acciaio 

elettrozincato verniciato con polvere epossidica.
! Viti in acciaio INOX.
! Vano interno per batteria 12V 2Ah.

! Conformità: 2° livello CEI 79-2.

! Tensione nominale: 12Vcc
! Tensione nominale di alimentazione: 13,8Vcc  ±10%
! Livello di pressione sonora: 100dB(A) @ 3 mt
! Frequenza fondamentale: 1237Hz
! Assorbimento in st/by: 10mA
! Assorbimento in allarme: 1,9A
! Colore: bianco
! Dimensioni: 197x262x177mm
! Temperatura di funzionamento: -25°C ÷ +55°C
! Grado di protezione: IP34

La sirena H713A è una sirena elettronica autoalimentata per esterno da utilizzare nel contesto di un impianto di allarme 
antifurto.

Dopo l’installazione collegare il filo rosso/nero munito di faston alla batteria da 12V 2Ah posta all’interno della sirena: 
questa operazione avvierà la funzione TEST attivando la sirena ed il lampeggiatore per due secondi.

Collegare i morsetti (1) e (2) in serie alla linea 24h ed i morsetti (3) e (4) all’uscita “sirena autoalimentata” 13,8Vcc della 
centrale antifurto.

In condizioni normali tale tensione mantiene in carica costante la batteria interna da 12V. La sirena si attiva con la caduta 
di tale tensione 13,8Vcc.
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CENTRALE ANTIFURTO

In serie alla linea di protezione
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1

3

5

2

4

6

Tamper

13,8Vcc
-

+

G
e

n
e

ra
l 
fu

se
 2

A
L

a
m

p
 f
u

se
 1

A1
2

V
 b

a
tte

ry

12V 10W lamp

Made in Italy

Operating voltage: 12Vcc
Curr. absorption: max. 1,9A

Sirena autoalimentata con lampeggiatore
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Features

! Operating test at battery connection.
! Antiopening and antitearing protection tampers.
! Power supply and lamp protection fuse.
! Internal protection panel made in electro-zinced steel

sheet coated with epoxy powder.
! INOX steel screws.
! Internal 12V 2Ah battery space.

! According to: 2° level of CEI 79-2 standard.

! Operating voltage: 12Vdc
! Power supply voltage: 13,8Vdc  ±10% 
! Sound pressure level: 100dB(A) @ 3mt
! Frequency center: 1237Hz
! Absorption in st/by: 10mA
! Absorption in alarm: 1,9A
! Color: white
! Dimensions: 197x262x177mm
! Operating temperature: -25°C ÷ +55°C
! Protection level: IP34

The H713A  is a self-powered electronic siren for outside use in a burglary system.

After the installation connect the red/black wire with fastons to the 12V 2Ah battery inside of the siren: this operation 
will start the TEST function by the activation of the siren and the flasher for two seconds.

Connect the (1) and (2) clamps to the 24h protection line and the (3) and (4) clamps to the “self-powered siren” 
13,8Vdc tension output  of the burglary central unit.

In normal conditions this tension will constantly charge the internal 12V battery. The siren will activate when this 
13,8Vdc tension will be missing. 
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BURGLARY CENTRAL UNIT

In series to the 24h protection line
of the antitheft system

1

3

5

2

4

6

Tamper

13,8Vcc
-

+

G
e

n
e

ra
l 
fu

se
 2

A
L

a
m

p
 f
u

se
 1

A1
2

V
 b

a
tte

ry

12V 10W lamp

Made in Italy

Operating voltage: 12Vcc
Curr. absorption: max. 1,9A

Self powered siren with flasher
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